
INSTALLATION INSTRUCTIONS

EVO3 MOSAIC

PLUG IN  
BRANCHEMENT SECTEUR  /  EINSTECKEN  /  CONECTAR  /                     /  ПОДКЛЮЧЕНИЕ К СЕТИ

2

UNPACK  
DEBALLAGE  /  AUFPACKEN  /  DESEMBALAR  /                     /  РАСПАКОВКА

1

3 PLACEMENT 
PLACEMENT  /  POSITIONIEREN   /  UBICACIÓN  /                    /  УСТАНОВКА
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B =  MIN  3cm
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EVO3 OPTIMUM

EVO3 SYNCRO

3680w

INPUT

SUB WOOFER NAZ

150wTotal: 10A  Maximum Power 150W (3 outlets)    Suitable for: CD / DAC / Pre / Tuner / Music Server / TV 

Total: 16A  1600 - 3840VA Max current (2 outlets) = 16A
Suitable for: Power Amps / Subwoofers / Active Loudspeakers 

FUSE
(POWER)

T10A/250V

FUSE
(GENERATOR)
T3,15A/250V

No user serviceable parts inside.
Refer to authorised personnel
for servicing.

HIGH VOLTAGE

Voltage:
Frequency:

ON
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HIGH VOLTAGE

Voltage:
Frequency:

20kg EVO3 Premier 1.5m

470mm

225mm

225mm
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TURN ON  
MISE EN ROUTE  /  ANSCHALTEN  / ENCENDER  /                    /  ВКЛЮЧЕНИЕ

CONTROLS  
PILOTAGE DES FONCTIONNALITES  /  KONTROLL-KNOPF  /  CONTROLES  /             /  УПРАВЛЕНИЕ

6

7

UPGRADE
MISE A JOUR  /  UPGRADE  /  ACTUALIZAR  /                     /  ОБНОВЛЕНИЕ

REGISTER:  EXTEND YOUR WARRANTY FOR FREE
PROLONGEZ LA GARANTIE GRATUITEMENT

KOSTENLOSE GARANTIEVERLAENGERUNG UNTER

REGISTRO: PROLONGUE LA GARANTÍA GRATIS

РЕГИСТРАЦИЯ: РАСШИРЯЕТ БЕСПЛАТНУЮ ГАРАНТИЮ

WWW.ISOTEKSYSTEMS.COM/REGISTER
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